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XSolar L -S

No energy costs. No power connection. 
No compromising.
The elegant LED SensorLight reliably provides bright LED light outside your 
property all the time. If you wish, also at a basic light level. No energy costs 
whatsoever for up to 30  sq.m. 

Details: high-quality monocrystalline glass solar panel, efficient lithium-iron 
phosphate rechargeable battery for 365 days of light a year, innovative LED 
system providing 150 lumens of light, intelligent sensor with Fresnel lens, 
patented intelligent microprocessor control, optional basic light level 

EAN XSolar L-S silver  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .4007841 671013

EAN XSolar L-S white . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4007841 671006 

Dimensions (W xH xD)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 186.5 x 298 x 189 mm 

Power supply . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Solar, no mains power required

Material  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . UV-resistant plastic

white silver




